55



Lampiran 3
Dokumentasi Praktikum





















 (
Turbiditimeter
 :
Trubiditas
sebelumPenjernihan
)[image: C:\Users\SONY\AppData\Local\Microsoft\Windows\Temporary Internet Files\Content.Word\20140326_143432.jpg] (
SaringanPasirLambat
)[image: C:\Users\SONY\AppData\Local\Microsoft\Windows\Temporary Internet Files\Content.Word\20140328_182744.jpg]DOKUMENTASI PRAKTIKUM TEKNIK PENJERNIHAN AIR DAN PENGUKURAN KUALITAS AIR



 (
SenSion
 DO6
:
Kualitas
 Air (DO)
SebelumPenjernihan
)[image: C:\Users\SONY\AppData\Local\Microsoft\Windows\Temporary Internet Files\Content.Word\20140326_150147.jpg] (
SenSion
 MM150
:
Kualitas
 Air (
pH, EC, 
danTemperatur
)
SebelumPenjernihan
)[image: C:\Users\SONY\AppData\Local\Microsoft\Windows\Temporary Internet Files\Content.Word\20140326_144731.jpg]





















	


[image: C:\Users\SONY\AppData\Local\Microsoft\Windows\Temporary Internet Files\Content.Word\20140328_182857.jpg]
 (
SensIon
 MM150: 
Kualitas
 Air (pH, EC, 
danTemperatur
)
SetelahPenjernihan
)[image: C:\Users\SONY\AppData\Local\Microsoft\Windows\Temporary Internet Files\Content.Word\20140328_183429.jpg] (
Turbidimeter
: 
TurbiditassetelahPenjernihan
)


















	


[bookmark: _GoBack] (
SenSion
 DO6
:
Kualitas
 Air (DO)
SetelahPenjernihan
)[image: C:\Users\SONY\AppData\Local\Microsoft\Windows\Temporary Internet Files\Content.Word\20140328_183631.jpg]
image5.jpeg




image6.jpeg
)




image7.jpeg




image1.jpeg




image2.jpeg




image3.jpeg




image4.jpeg




